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Pack includes:

➔ Specification/Data sheet

➔ Product codes

➔ UKCA cert

➔ UKCA Declaration of Performance (DoP)

➔ Fitting instructions

➔ Cushion stop fitting

➔ O&M Manual		

	













DECLARATION OF PERFORMANCE 
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The performance of the product identified above is in conformity with the set of declared performance/s.  
 
This declaration of performance is issued, in accordance with the Construction Products (Amendment etc) (EU Exit) 
Regulations, 2019 No. 465 & 2020 No.1359. 
 
 
 
Signed for and on behalf of the manufacturer by: 
 

 
_______________________________ 
 
Kevin O’Reilly 
Technical Director 
 
Dated 18-04-2024 

Durability of Self Closing 

BE EN 1154:1997 + 
A1:2002 

5.2.2 Durability 500,000 test cycles – Grade 8 
5.2.17 Corrosion resistance High corrosion resistance - Grade 3 (96 hours) 
Dangerous Substances Pass: the materials in the door closer do not contain 

or release any dangerous substances in excess of the 
maximum levels specified in existing European 
material standards or any national regulations (1) 
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Operations and 

Maintenance Manual

Two-Stage
Speed Regulation

3rd Party
Certification

120°
Open Angle

1250mm
Max door width

110Kg
Max door weight

Concealed Closer - ITS.11205 
Fitting Instruction
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* FACTORY PRE-SET
CE in size EN3-5only

IMPORTANT NOTES:
FOR UNINSULATED STEEL DOORS IP.95M MUST BE USED.
THE PINION BOLT MUST BE TIGHTENED TO 12Nm.

A MECHANICAL DOOR CLOSER IS NOT DESIGNED TO OVERCOME POOR FITTING, EXCESSIVE AIR PRESSURES OR BINDING 
SMOKE AND WEATHER SEALS. EXCESSIVE AIR PRESSURES CAN BE CREATED BY THROUGH DRAFT, BY AIR CONDITIONING, 
BY SMALL ROOMS WITHOUT VENTILATION, OR WHERE NO AIR TRANSFERS GRILLS ARE FITTED. MECHANICAL DOOR 
CLOSERS ARE DESIGNED TO CLOSE THE STATED AND TESTED SPECIFICATION OF DOOR WEIGHT AND DOORSETS/DOOR 
ASSEMBLIES WHEN DOORS ARE FITTED WITH CORRECT GAPS AND NOT BINDING ON SEALS. IF YOU ENCOUNTER 
PROBLEMS WITH DOORS NOT CLOSING PLEASE WATCH OUR “6 WAYS TO TROUBLESHOOT A DOOR CLOSER” VIDEO 
ONLINE. WHERE DOORS ARE NOT CLOSING DUE TO AIR PRESSURES THEN PROFESSIONAL ADVICE FROM AN AUTHORISED 
INSTALLER IS RECOMMENDED TO FIT TESTED AND THIRD PARTY CERTIFIED AIR TRANSFER GRILLS AND/OR AUTOMATIC 
DOOR OPERATORS.

FURTHER WARRANTY INFORMATION: https://www.rutlanduk.co.uk/rutland-warranty
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9mm internal cut to house 2mm IP.115

Critical dimension:
7mm max.cut through door face











Head Office:
Rutland Trading Co Ltd.
Unit 4, Holmewood Business Park
Chesterfied Road, Holmewood
Chesterfield, S42 5US

Contact us:
+44 (0)1246 261491

sales@rutlanduk.co.uk

rutlanduk.co.uk




